
 
 
 
 
 

 

CHARGEUR A VIS HORIZONTALE 
 
·  Unique, quick-release, watertight shaft seals  

for full washdown sanitation. 
 
·  Æ9” (230 mm) diameter heavy duty, stainless  

feedscrew auger. 
 
·  Optional agitator is available to prevent bridging  

of product. 
 
·  CSL units available in capacities ranging from  

500 lbs. (230 kg) to 10,000 lbs. (4500 kg). 
 
·  USDA accepted and CE approved. Built in 

conformity with AMI sanitary equipment design 
principles. 

Joints de l’arbre étanches 

L’agitateur de produit en option 
empêche toute formation de 
voûte 



 

 

CHARGEUR A VIS HORIZONTALE

Les Chargeurs à vis de Cozzini (CSL) sont idéaux pour la conservation et le transfert de 
produits en provenance des élévateurs, des mélangeurs, des convoyeurs et des autres 
sources. 

Le chargeur à vis horizontale renforcé utilise un système de vis sans fin associé à une pompe à 
palettes qui transporte le produit à travers une tuyauterie pour le livrer à la station de traitement 
suivante.

 

CHARGEUR A VIS HORIZONTALE  

DIMENSION* DIMENSION* DIMENSION* DIMENSION* DIMENSION* DIMENSION* 

Livres Livres Livres Livres Livres Livres Livres Livres Livres Livres Livres Livres 

500 500 500 500 500 500 500 500 500 500 500 500 

1000 1000 1000 1000 1000 1000 1000 1000 1000 1000 1000 1000 

1500 1500 1500 1500 1500 1500 1500 1500 1500 1500 1500 1500 

2000 2000 2000 2000 2000 2000 2000 2000 2000 2000 2000 2000 

2500 2500 2500 2500 2500 2500 2500 2500 2500 2500 2500 2500 

3000 3000 3000 3000 3000 3000 3000 3000 3000 3000 3000 3000 

4000 1800 68 1721 115 2911 83 2102 53 1346 5 4 

5000 2300 71 1794 130 3299 92 2335 53 1346 5 4 

*Les dimensions sont susceptibles de varier en fonction des besoins du client ou des modifications des équipements 

Vis sans fin (tous les modèles ) 
20 hp 15 kW 
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