
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

TRANSFER HOPPER WITH PD PUMP 
 
·  Capacities to fit your application with sizes up to 

20,000 lbs. (9,100 kg) 
 
·  Transfer rates up to 1,000 lbs/minute (450 kg/min.) 

using our PD650 pump 
 

·  Eliminates the need to elevate the upstream 
equipment to fully empty a mixer 

 
·  Available with our 500, 575 or 650 PD pumps 

depending on the application 
 
·  Electric or hydraulic powered pump 

 
·  Pivoting pump base for easy sanitation 
 
·  USDA accepted and CE approved. Built in 

conformity with AMI sanitary equipment design 
principles. 

PD pump with plastic rotors. 
Other styles available 



 

 

 
 

Hopper dimensions and pump sized per customer requirements 

TRANSFER HOPPER SPECIFICATIONS 

Pump Drive Max. Transfer Rate Positive 
Displacement 
Pump Model hp kW Lbs/min. kg/min. 

PD500 10 7.5 300 136 

PD575 15 11 500 227 

PD650 25 18 1000 454 

3/12 E 

The custom designed Transfer Hopper with PD Pump fits cleanly under a mixer/blender in a 

Cozzini emulsion line. Designed to transfer to a storage silo or other large vessel, the transfer 

hopper easily spans the width of the mixer discharge area to eliminate product spillage. The 

powerful positive displacement pump eliminates the need to elevate the upstream equipment to 

fully empty a mixer. Pump silos can store enough blended material to continuously feed the 

emulsion system. When used downstream of the emulsifier, the transfer hopper can provide a 

continuous feed into stuffers or linkers. 
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